
PA25/3L
Low current remote LED indicator

Detaljer

Direct two-wire connection to detector

Large angle of visibility - lit up on four sides

Low current consumption

Flashing option

2 to 10 VDC power supply

High luminosity

Compatible with third party products

IP20 protection level

Modern and elegant design

ABS plastic casing with ruby red polycarbonate spy-hole

Shock resistant

General

The PA25 remote indicators have been designed for direct connection

to fire detectors, enabling luminous indication outside the area where

the detector is installed.

Installation

The PA25 remote indicators are supplied with a back box for surface

mounting. It has two inlets for pipes of up to 20 mm in diameter. For

recessed (flush) mounting, a universal mounting box with 60 mm

screws and a minimum depth of 25 mm could be used.

The indicator must always be installed at the most visible point.

PA25/3L

The PA25/3L is normally connected directly to the detector common

and remote LED output. Three high-luminosity red LED indicators light

up on activation, with a low current consumption. It can be set to to

remain on or flash after activation by simply wiring to a different input

terminal on the unit.

The PA25/3L may also be used in conventional systems requiring low

current consumption, connecting it in the same way as described

above. In this case, only one LED lights up. The indicator normally

stays on (it flashes only if the detector sends the supporting signal).



PA25/3L
Low current remote LED indicator

Tekniska specifikationer

General
Addressing method No addressing required
Monitoring Unmonitored

Electrical
Power supply type VDC
Number of connection
terminals

3

Physical
Colour White
Mounting type Ceiling mount, Wall mount
Mounting base Shallow
Material ABS

Environmental
Vandal proof No
Environment Indoor

Regulatory
Compliancy CE, REACH, RoHS 3, WEEE
Certification CNBOP

Kidde Global Solutions förbehåller sig rätten att ändra produktspecifikationer utan föregående

meddelande. För de senaste produktspecifikationerna, besök se.firesecurityproducts.com online

eller kontakta din försäljningsrepresentant.
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